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DATA SHEET PRODUCT/APPLICATION

Niche heating in the driver's cab

Application

The heated foot niche is an optimized surface heater to realize safety and 
comfort in the driver's cab. The compact design allows for precise installation.

Solution

The silicone surface heater is vulcanized or bonded to a metal carrier plate 
and offers a permanently stable and form-fitting connection. In addition, 
homogeneous heat distribution for different heating sizes is ensured. 
Depending on requirements, different sensors are integrated for 
temperature monitoring.

• Efficient and tailor-made solution

• Ready-to-connect assembly

• Protection against overheating as safety for the train driver

• Low maintenance and easy assembly and disassembly
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CONTACT

DATA SHEET PRODUCT/APPLICATION

Niche heating in the driver's cab

Maximilian Koller
Product Manager
+49 (0) 7961 56955 45
m.koller@elke-technik.de

Technical properties Data

Sizes application-specific

Operating voltage 110 V DC

Power 110 W

Material Silicone heater, metal backing plate

IP Protection IP67

Operating temperature range -40°C to +130°C

Temperature monitoring Via Pt1000 Sensor

Fire protection EN 45545-2 

Connection Ready, terminated with connector

Installation Ready, custom-fit shape

mailto:info@elke-technik.de
mailto:info@elke-technik.de
mailto:info@elke-technik.de
http://www.elke-technik.de/
http://www.elke-technik.de/
http://www.elke-technik.de/
mailto:m.koller@elke-technik.de
mailto:m.koller@elke-technik.de
mailto:m.koller@elke-technik.de

